
Each IDR3 or IDR4 kit contains:

Half Island Display Rack 
(IDR-H) Assembly Instructions
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Please feel free to contact us regarding the assembly of this product.

2 IDR Uprights 3 Wall Standard Rack Sets (WS) that 
each include:

1 WS Base Rack 
(Larger Depressions in rack)
1 WS Neck Rack 
(Smaller Depressions in rack)
6 Black, Plastic Mounting Hole Caps
2 Couplers (Not Used)
1 Wall Mounting Instruction Sheet   
(Not Used) 

•
•
•
•
•
•
•

1 Screw Pack containing:
12 Self-Washered, Thread Cutting 
Cross Rail Screws (4mm x 10mm)
18 WS Rack Bolts (4mm x 25mm)
18 WS Rack Bolt Washers (4mm)
18 WS Rack Bolt Nuts (4mm)
18 Black, Plastic Mounting Hole Caps

•

•
•
•
•

2 Footer Pad Packs each containing:
2 Footer Pads with Footer Pad Bolt (10mm) 
and Footer Pad Nut (10mm) attached
2 Footer Pad Washers (10mm)
1 Rear Footer Pad Nut (10mm)
1 Square, Black, Plastic Upright End-Cap
1 PR Bolt (7mm x 50mm)
1 PR Bolt Washer (7mm)
1 PR Bolt Nut (7 mm)

•

•
•
•
•
•
•

1 IDR Assembly Kit 
containing:

1 Nut Driver
1 Adjustment Tool

•
•

3 Cross Rails (CR)

1 Presentation Rack 
Mounting Pack containing:

Presentation Rack (PR)
PR Rail
3 Black, Plastic Mounting 
Hole Caps
3 PR Mounting Bolts 
(Not Used)
3 PR Mounting Bolt Nuts 
(Not Used)

•
•
•

•
•
•

Tools Needed:
• 2 Adjustable Wrenches or Crescent Wrenches • 1 Phillips Head Screwdriver 

We also suggest you use a cordless or electric drill with an extension bit and a Phillips bit.

 Before starting, open all the boxes in the packaging for your Half IDR.  Remove all components from their boxes 
and take inventory to make sure you have everything.



IDR-H Assembly Instructions

4. Attach Presentation Rack Rail to the 
Presentation Rack (PR)
4.1 Align the screw holes of the PR-R to the PR screw holes so 

that the large holes on the PR-R face outward and the PR-R 

attachment plate is on the opposite side of the 

attachment plate on the PR.

4.2 Attach the PR and the PR-R together 

using 3 PR Screws and nuts by inserting 

the PR Screws through the front of the 

PR and through the PR-R. Then attach 

the PR Nuts to the PR screws from the 

back of the PR-R using the included nut driver. Tighten with a 

Phillips head screwdriver and the nut driver.

4.3 Attach the Black, Plastic Mounting Hole Caps to the 3 screw 

holes in the front or the PR Assembly.

5. Attach the PR to the Upright Assembly

3. Attach the WS Racks to the Cross 

5.1 Align the PR Assembly attachment plate holes to the holes 

at the top of the Upright Assembly. The PR bottle rack will angle 

down when right side up.

5.2 Insert a PR Bolt with washer through the attachment plate 

and Upright Assembly from the front. Attach a nut at the back 

and tighten with a wrench.

5.3 Repeat steps 5.1 and 5.2 on the other side.

5.4 Now fully tighten the CR Screws attaching the CRs to the 

Uprights. 

5.5 Now fully tighten the WS Bolts and Nuts attaching the WS 

Racks to the Cross Rails at all three points using a Phillips head 

screwdriver and the included nut driver.

5.6 Fasten the Black, Plastic Mounting Hole Caps into place to 

cover the WS Rack Bolts in the assembly.

5.7 Place the assembled Half IDR in its desired location. If your 

floors are uneven, or you wish to adjust the height of the Half 

IDR, you can make adjustments to the Footer Pad height using 

the Footer Pad Nuts on the outside of the upright. 

5.8 Once the Footer Pads have been adjusted and tightened, 

fasten the Black, Plastic, Upright End-Cap into the large square 

hole on the Upright.

5.5 The Half IDR is Fully Assembled. Stand 

back and admire the marvel of engineering 

that you have built with your own hands, and 

take pride in a job well done.

5.6 Say something in a slight drawl that 

brings to mind the character of the pioneer-

ing spirit of America like: “Yessir, she’ll get 

the job done.”  Then squint and sigh a little bit as if you have 

knowledge of one of life’s great truths that cannot be shared but 

only learned.

2.1 Use 2 Cross Rail Screws to attach each CR to 

one of the Uprights, with the Upright laying flat on 

the floor. There are 4 sets of CR screw holes per 

Upright; you will use only the bottom 3 sets. The 

top set of CR screw holes in the Upright will not be 

used. Do Not Fully Tighten.

2.2 Repeat 2.1 to attach the second Upright to the 

first Upright Assembly. 

2. Attach Cross Rails to the Upright

1.1 Thread Footer Pad Washer onto Footer Pad Bolt 

and screw the bolt into the front bottom hole of the 

Upright. The front bottom of the Upright is the lower 

leg of the “L” with a black plastic end-cap attached.

1.2 Place Footer Pad Washer onto Footer Pad Bolt and insert into 

the back bottom hole of the Upright. 

1.3 Attach Rear Footer Pad Nut to the Footer Pad Bolt through the 

large square hole at the back of the Upright and 

hand-tighten. 

NOTE: Be careful! The edges of the large square 

hole may be sharp.

1.4 Tighten the Footer Pad Nut on the Outside of the Upright with 

a wrench to secure the Footer Pad to the Upright. 

1. Attach Feet to the Upright

NOTE: First decide if you would like the necks of the bottles on your 

Half IDR to face to the right or left. If you want the necks facing 

right; attach a WS Base Rack to the CR Assembly using the third 

set of holes from the left in the CR Assembly. 

If you want the necks facing left; attach a WS 

Base Rack to the CR Assembly using the third 

set of holes from the right in the CR Assembly.

The VintageView Logo is stamped at the top of 

each WS Base and Neck Rack.

3.1 Depending on the bottleneck facing you 

have chosen; attach the WS Base Rack verti-

cally to  the CR Assembly using the WS Rack 

Bolts, WS Rack Bolt Washers and WS Rack Bolt 

Nuts from top to bottom. Push the bolt through 

the front of WS Rack hole and into the CR 

Assembly and out the back. Then attach the 

washer and nut and hand-tighten. Do Not 

Fully Tighten.

3.2 Attach the WS Neck Rack to the right of 

the WS Base rack for bottles pointing right, or 

to the left for bottles pointing left.

3.4 Attach the 2 remaining sets of WS Racks in the same fashion 

as the first. When completed; WS Base Racks and WS Neck Racks 

should alternate.


